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Create a Bluetooth connection between Trimble GNSS Receiver and 5300 PDA 
Controller 
 
If there is no Bluetooth connection to the Trimble Receiver, the Survey-enabled Detector Controller displays  

 No RTK 
 
• If your site has 2 or more PDA Controllers, first check to see that they haven’t been placed with the wrong 

kit. To do this, turn on one Detector RPM first, then check each PDA to see whether it connects to the 
RPM. 

• If this fails to solve the problem, create a Bluetooth connection between the Controller (X8 PDA) and the 
GNSS receiver, please follow these steps: 

1. Power on the Trimble 
SPS985 by holding the 
power button down for 
a few seconds, shown 
below. The Wi-Fi 
indicator on the unit will 
start flashing: 

 
 
 

2. Power on the Controller. Exit out 
of the GP5300 program.  

 

3. Go to <Start>, <Settings>, 
<Bluetooth> 

4. Tap on <Add new device>. 

 
5. Select “SPS985” from the list, then tap <Next>. 

 

6. Enter “0000” as the passcode. Tap <Next>.  
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7. A “Device Added” popup will show.  
8. Tap on <Advanced>. 

 

9. Select <Serial Port>.  Ensure the ‘X’ symbol is 
selected. If not, tap on the box. 

 

10. Select <Mode> in the top right corner. 
11. Then select <COM Ports>. 

 
NOTE: the RNBT-### Bluetooth device is your 
Detector RPM. Do not disconnect this. 
 
NOTE: If your detector is the older 5200 model, the 
RPM will show as RPM_52XXX 

12. Select <New Outgoing Port>. 
13. Then select <SPS985>, then tap on <Next> 

. 
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14. Select <COM6> 
15. Uncheck <Secure Connection> (make sure there is 

no ‘X’ in the box).  
16. Click <Finish> 

 

17. Go back to the Controller main screen. At the 
bottom of the screen select the GP5300 
software. 

18. Once inside the program, select <Menu>, 
<Settings>, <Hardware> 

19. Then check the <Enabled> option under the HP 
GPS settings, and select “COM6”.  

20. Select <Save>.  

 
 
The Bluetooth connection to the SPS985 GNSS 

Receiver is now complete. 
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